Pursuant to Article 18, Paragraph 4, of the Law on Safety and Health at Work ("Official Gazette", no.
34/14), the Ministry of Labour and Social Welfare issued a

REGULATION ON SIGNS FOR SAFETY AND HEALTH AT WORK

I. GENERAL PROVISIONS
Article 1
This regulation defines the minimum requirements that an employer has to fulfill when providing signs
for Safety and Health at Work.
Article 2
This Regulation shall not apply to:
- Signs for the placing on the market of dangerous substances, preparations, products and / or
equipment, unless other provisions make specific reference thereto;
- Signs used in road, rail, inland waterway, sea or air transport.
Article 3
Safety signs are signs that refer to a specific object, activity, or situation, and that ensure information,
or guidelines for safety and health at work using signboards, colors, illuminated signs, or acoustic
signals, verbal communication, or hand signs, depending on situation.
Article 4

Terms used in this Regulation have the following meaning:
- Safety and/or health sign refers to a specific object, activity or situation and providing information
or instructions about safety and/or health at work by means of a signboard, a color, an illuminated
sign or acoustic signal, a verbal communication or a hand signal, as the case may be;
- Prohibition sign is a sign prohibiting behavior likely to incur or cause danger or dangerous
occurrence;
- Warning sign is a sign that warns of the danger or dangerous occurrence;
- Mandatory sign is a sign prescribing specific behavior;
- Sign of emergency exits or first aid is a sign providing information on emergency exits or premises,
means and equipment for first aid and rescue;
- Information sign is a sign that provides information other than that referred to in indents 1, 2, 3
and 4 of this Article;

- Signboard is a sign that provides certain information through a combination of geometric shapes,
colors and a symbol or pictogram, and which is visible under sufficient lighting;
- Supplementary signboard is a signboard used together with one of the signs described under
indent 7, which provides supplementary information;
- Safety color is a color to which a specific meaning is assigned;
- Symbol or pictogram indicates a figure which describes a situation or prescribes specific
behavior and which is used on a signboard or illuminated surface;
- Illuminated sign is a sign produced by a device made of transparent or translucent materials
which are illuminated from the inside or the rear in such a way as to give the appearance of a
luminous surface;
- Acoustic signal is a coded sound signal which is released and transmitted by a device designed
for that purpose, without the use of a human or artificial voice;
- Verbal communication is a predetermined spoken message communicated by a human or
artificial voice;
- Hand signal is a movement and/or position of the arms and/or hands, in coded form, for guiding
persons who carry out maneuvers that indicate a hazard or danger for workers.
Employer should ensure that signs for safety and health at work (hereinafter: safety signs), used for
the first time, are in accordance with the provisions of the Annexes 1 to 9 of this Regulation.
Article 5
General and special requirements related to signboards are displayed in the annexes that are integral
part of this Regulation, and are the following:
-

General requirements concerning safety and health signs at work (Annex 1);
Requirements concerning safety signboards (Annex 2);
Requirements for labeling containers and pipelines (Annex 3);
Requirements for marking location and identification of equipment for firefighting (Annex 4);
Requirements for safety signs used for marking obstacles, dangerous zones and traffic routes
(Annex 5);
Requirements for illuminated safety signs (Annex 6);
Requirements for acoustic safety signs (Annex 7);
Requirements for verbal communication (Annex 8);
Requirements for hand safety signs (Annex 9).

Article 6

Employer shall provide and highlight safety and/or health signs, bearing in mind risk assessment,
where risks and harmfulness may not be eliminated or sufficiently reduced by applying safety
measures.
Article 7
Employer shall, in addition to signs from the Annex 5 of the Regulation, set up the appropriate signs
prescribed by the regulations in the field of road, rail, inland waterway, sea or air transport.
Article 8

Employer is required, during the training for safety at work, to inform the employees about the
measures to be taken in relation to ensuring safety and health signs at work, and to provide
guidelines, or instructions in written referring to obligatory procedures in general and specific
situations and the meaning of signs for safety and health at work, especially of signs containing
the words.
Article 9
Employers are required to comply their business with the provisions of this Regulation within one year
from the date of this Regulation's entry into force.
Article 10
This Regulation shall enter into force on the eight day after its publication in the "Official Gazette of
Montenegro“.
*This Regulation conveys the Council's Directive 92/58 /EC dated June 24, 1992 on the minimum
requirements for the provision of signs for safety and health at work (Official Gazette No. 245, dated
August 26, 1992 p. 23).
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ANNEX I

GENERAL REQUIREMENTS CONCERNING SAFETY AND
HEALTH SIGNS AT WORK

1. Preliminary remarks
1.1. When the provisions of Article 5 of this Regulation require safety signs, they should be in
accordance with the specific requirements set out in Annexes 2 to 9.
1.2. This Annex prescribes general requirements for safety signs, their replacement, a different
use and combination.
1.3. Safety signs can be used only for providing information or instructions that are defined by this
Regulation.
2. Types of signs
2.1. Permanent safety signs
2.1.1. Permanent signs on boards must be used for signs of prohibitions, warnings, and
obligations, and for labeling and identification of emergency exits and for
premises, facilities and equipment for providing first aid.
2.1.2. Signs on boards and protective paint should be used for the permanent marking
of the location and identification of fire-fighting equipment.
2.1.3. Signs on boards on containers and pipes must be installed in accordance with the
requirements set out in Annex 3 of this Regulation.
2.1.4. Places where there is a risk of crashing into an object, or falling down, should be
permanently marked with the protective paint and / or sign on a board.
2.1.5. Traffic routes should be permanently marked with protective paint.
2.2. Signs for protection in certain situations
2.2.1. Illuminated signs, acoustic signals and / or verbal communication should be used
when a particular situation so require, taking into account options for
replacement and combined use of safety signs set out in Section 3 of this Annex,
to warn of the danger, so that persons can act in a certain way, and evacuate in
cases of emergency.
2.2.2. Signs that can be indicated by hand and/or by verbal communication should be
used when the situation requires, to direct people who perform dangerous
maneuvers.
3. Replacement and combined use of safety signs
3.1. If the same efficiency is provided, any of the following characters may be used:
3.1.1 Protective color or a signboard to indicate a place where there is an obstacle or
the risk of falls;
3.1.2. Illuminated signs, acoustic signals or verbal communication;
3.1.3.

Characters that can give a hand or voice communication.

3.2. The combined use of signs for protection:
3.2.1

Illuminated signs and acoustic signals;

3.2.2
3.2.3
4.

Illuminated signs and verbal communication;
Characters that can give a hand and voice communication.

The instructions in the table below apply to all signs that include a protective color:
Color

Meaning or purpose
Prohibition sign
Alarm for danger

Red
Yellow or
Amber
Blue

Green

Instruction and Information
Dangerous behavior
Stop, shutdown, emergency cutout devices
Evacuation

Fire-fighting equipment
Warning sign
Obligatory sign

Identification and location
Be careful, take precautions
Examine
Specific behavior or action
Wear personal protective equipment

Emergency escape, first

Doors, exits, routes, equipment,

aid sign

facilities

No danger

Return to normal

5.

The effectiveness of a safety sign must not be adversely affected by:
5.1. The presence of another source of similar or same signs, that could interfere with visibility or
audibility; hence, the following should be avoided:
5.1.1. Placing too many signs with small distance in between;
5.1.2. Simultaneous use of two illuminated signs whose meaning can be confusing;
5.1.3. The use of illuminated sign next to another similar source of light;
5.1.4. Simultaneous use of two acoustic signals;
5.1.5. The use of acoustic signals in the conditions of increased noise;
5.2. Poor design insufficient amount, incorrect positioning, poor maintenance or incorrect
functioning of the signs or signaling devices.

6.

Safety signs and signaling devices must be regularly cleaned, maintained, checked, repaired, and
replaced if necessary, to ensure the preservation of significant and/or functional properties.

7.

The number and positioning of signs or signaling devices to be installed shall depend on the
extent of danger, or area to be covered.

8.

Signs requiring some form of electric power must be provided with additional supply in the cases
of emergency during a power cut.

9.

Triggering of an illuminated sign and/or acoustic signal indicates when the required action
should start, the sign or signal must be activated for as long as the action requires, and upon
completion shall be returned to previous state.

10. Illuminated signs and acoustic signals must be checked upon installation, as well as
periodically during the usage, to ensure their proper function and efficiency.
11. Safety signs shall be upgraded, or replaced, if their visibility or audibility is affected for any reason,
even because of the use of resources and equipment for personal protection at work.
12. Premises, or closed space used for the storage of significant quantities of dangerous
substances must be labeled with the appropriate safety signs in accordance with regulations
related to labeling of dangerous substances.

ANNEX II
REQUIREMENTS CONCERNING SAFETY SIGNBOARDS

1. Features
1.1. The shape and colors of signboards are set out in Section 3, in accordance with their
specific purpose (signboards indicating a prohibition, a warning, an obligatory action,
an escape route, emergency or firefighting equipment).
1.2. Pictograms must be as simple as possible and should contain only essential details.
1.3. The pictograms used may be slightly different from, or more detailed than those
shown in Point 3 of this Annex, provided they convey the same meaning, not leading
to wrong interpretation, or confusion in meaning.
1.4. Signboards should be made of material that is resistant to shock, water and other harmful
influences from the environment in which they are located.
1.5. The dimensions and colorimetric and photometric features of signboards must be
such that they can be easily seen and understood.
2. Conditions of use
2.1. Signboards shall be installed at a suitable height and in a position appropriate to the
line of sight, at an illuminated, approachable and visible place, taking into account any
obstacles, either at the access point, or in an approximate distance of a specific
danger, or object. The use of fluorescent and reflective materials or additional
artificial lighting is required in cases of insufficient natural light.
2.2. The signboard must be removed when the situation to which it refers ceases to exist.
3. Types of signboards
3.1. Prohibitory signs
3.1.1. Prohibitory signs shall be round in shape, with black pictogram on a white
background; edged in red with a red diagonal line (the red part should occupy at
least 35% of the area of the sign).

No smoking

No smoking and use of open
flames

No access for pedestrians

Do not extinguish
with water

Not drinkable

No access for unauthorized
persons

No access for industrial
vehicles

Do not touch

3.2. Warning signs
3.2.1. Warning signs shall be triangular in shape, with black pictogram on a yellow
background, edged with black color (yellow part should occupy at least 50% of the
area of the sign).

Flammable material, or high
temperature (*)

Explosive material

Toxic material

Corrosive material

Radioactive material

Overhead load

Industrial vehicles

Danger, electricity

General danger

Laser beam

Oxidant material

Non-ionizing radiation

Strong magnetic field

Obstacles

Drop

Biological risk

Law temperature

(**) Harmful or irritant
material

*In the absence of a special sign to indicate a high temperature.
**The background of this sign may exceptionally be in amber color, in order to
Differentiate it from a similar sign related to road safety.

3.3. Obligatory signs
3.3.1. Obligatory signs shall be round in shape, with white pictogram on a blue
background (the blue part to take up at least 50 % of the area of the sign).

Eye protection must be worn

Safety helmet must be worn

Ear protection must be worn

Respiratory equipment must
be worn

Safety boots must be worn

Safety gloves must be worn

Protective clothing must be
worn

Face protection must be worn

General sign for obligatory action

Protective belt must
be worn

Obligatory passage for pedestrians

(by which supplementary sign is to be placed)

3.4. Emergency exits or first-aid signs
3.4.1. Emergency exits or first-aid signs shall be rectangular or square in shape, with
white pictogram on a green background (the green part to take up at least 50 %
of the area of the sign).

Way to the exit in
emergency cases

This way (complementary information sigh)

First aid

Stretcher

Safety shower

Eyewash

Emergency telephone

3.5. Fire-fighting signs
3.5.1. Fire-fighting signs shall be rectangular or square in shape, white pictogram on a
red background (the red part to take up at least 50 % of the area of the sign).

Fire hose

Ladder

Fire extinguisher

Emergency fire
telephone

This way (supplementary information sign)

ANNEX III

REQUIREMENTS GOVERNING SIGNS ON CONTAINERS
AND PIPELINES

1. Containers used for working with hazardous substances or their storage, as well as the visible
parts of pipelines that contain or that transport dangerous goods, should be labeled in
accordance with the regulations governing the classification, packaging and labeling of
dangerous substances.
1.1. The provisions of Paragraph 1 of this Annex shall not apply to containers used for very
short period of time or whose content is often changed, if the same level of safety and
health of an employee is provided by applying other safety measures, especially with
regard to information and training.
1.2. The signs referred to in Point 1 of this Annex may be:

- Replaced by warning signs in accordance with Annex 2 of this Regulation, using the same
pictograms or symbols;
- Supplemented by additional information, such as name or formula of the dangerous
substances and information about the dangers;
- In the case of transport of containers, replaced or supplemented by signs relating to the
transport of dangerous goods.
2. Signs must be placed:
- On visible sides,
- In an unbending, self-adhesive or painted form.
3.

Signs mentioned in Paragraph 1 of this Regulation shall have the characteristics specified in
Point 1.4. Of Annex 2 and used in accordance with the conditions of use for signboards laid
down in Annex 2 of this Regulation.

4.

Without excluding the provisions of Points 1-3 of this Annex, signs on pipelines should be
placed close to all dangerous places (such as valves and fittings) to be visible, as well as with
distance between each other, so as to ensure that the pipeline is labeled.

5.

Areas, rooms or closed spaces for storing significant quantities of hazardous materials should
be labeled with appropriate warning sign in accordance with paragraph 3.2. of Annex 2 of this
document, or in a manner determined by Point 1 of this Annex, if the individual packages or
containers are adequately labeled, taking into account the provisions relating to the size of
the signs in accordance with Point 1.5. of Annex 2 to this Regulation.
5.1. Storage of hazardous substances should be labeled with a warning sign for general
danger.
5.2. The above signs should be placed appropriately in the proximity, or on the front door of a
warehouse.

ANNEX IV
REQUIREMENTS FOR MARKING THE LOCATION AND IDENTIFICATION OF EQUIPMENT FOR
FIREFIGHTING
1. Fire-fighting equipment should be identified by using the prescribed color for the actual
equipment and signboards and/or which indicates the location of the equipment and access
to these sites.
2. The prescribed color from Point 1 of this Annex is red. The surface which is red in color should
be large enough, so that the fire extinguishing equipment easily identified.
3. The signboards by which the location of fire-fighting equipment is indicated should be in
accordance with the requirements of Point 3.5. of Annex 2 of this Regulation.

ANNEX V

REQUIREMENTS SAFETY SIGNS USED FOR MARKING
OBSTACLES, DANGEROUS ZONES, AND
TRAFFIC ROUTES

1. Signs for obstacles and dangerous locations
1.1. Places where employees have access during the work, and where there is a risk of collision
with obstacles, falls or falling objects, should be marked in yellow – red, or black - white
stripes.
1.2. The dimensions of the signs must be commensurate with the scale of the obstacle, or
dangerous location in question.
1.3. The yellow and black or red and white stripes must be at an angle of approximately 45 °,
and of more or less equal size.
1.4. Example:

2. Marking of traffic routes
2.1. In order to ensure safety and health at work, and if the use of the means of work in the
facilities allows, traffic roads should be marked by continuous lines in clearly visible color,
preferably white or yellow, taking into account the color of the substrate.
2.2. The lines should be placed to ensure the provision of the required safe distance between
vehicles and objects, or objects that can be found in the vicinity, and between vehicles
and pedestrians.
2.3. Permanent traffic roads should be, as much as possible, similarly marked, unless they are
equipped with suitable fences or paths for pedestrians.

ANNEX VI
REQUIREMENTS FOR ILLUMINATED SAFETY SIGNS
1. Features
1.1. The light emitted by a safety sign must produce a luminous contrast which is appropriate
to its environment, in accordance with the intended conditions of use of the sign, but without
producing glare for an excessive amount of light or poor visibility as a result of insufficient
light.
1.2. The luminous area emitting a safety sign may be of a single color or contain a pictogram
on a specified background.
1.3. The color used in illuminated safety sign must correspond to the table of colors set out in
Point 4 of Annex I and their meaning.

1.4. If illuminated safety sign contains a pictogram, it must comply with all the relevant rules
set out in Annex II of this Regulation.
2. 2. Specific rules governing use
2.1. If a device can emit both continuous and intermittent signs, the intermittent sign should
be used to indicate a higher level of danger, or emergency action.
The duration and frequency of an intermittent illuminated sign must be such as to
— ensure the proper reception of the message;
— avoid any confusion with other illuminated signs.
2.2. If an intermittent illuminated sign is used instead of, or together with, acoustic signal,
identical codes must be used.
2.3. Devices for emitting intermittent illuminated sign in the cases of increased danger shall
be regularly maintained and equipped with extra light.

ANNEX VII

REQUIREMENTS FOR ACOUSTIC SAFETY SIGNS

1. Features
1.1. Acoustic signals must:
1.1.1. Have a sound level which is considerably higher than the level of ambient noise,
so that it is audible without being excessive or painful;
1.1.2. Be easily recognizable, particularly in terms of pulse length and the interval
between pulses or groups of pulses, and be clearly distinct from any other
acoustic signal and ambient noises.
1.2. If a device can emit an acoustic signal at variable and constant frequencies, the variable
frequency should be used to indicate a higher level of danger or a more urgent need for
the requested/imposed intervention or action in relation to the stable frequency.

2. Coding
2.1. The signal for evacuation must be continuous.

ANNEX VIII

REQUIREMENTS FOR VERBAL COMMUNICATION

1. Features
1.1. Verbal communication between a speaker/emitter and one or more hearers is to take the
form of short phrases, expressions and words.
1.2. Spoken messages are to be as short, simple and clear as possible; the verbal skills of the
speaker and the hearing abilities of the hearer(s) must be such as to ensure reliable verbal
communication.
1.3. Verbal communication is direct (by means of the human voice) or indirect (by means of a
human or artificial voice which is broadcast by whatever means is appropriate).
2. Rules for use

2.1. The persons involved must have a good knowledge of the language used so that they are
able to pronounce and understand the spoken message correctly and consequently
behave in a way which is appropriate to health and/or safety.
2.2. If verbal communication is used instead of, or together with, gestures, code words should
be used such as:
2.2.1. Start - to indicate the start of a command;
2.2.2. Stop - to interrupt or end a movement;
2.2.3. End - to stop the operation;
2.2.4. Elevate- to elevate the load ;
2.2.5. Lower- to lower the load;
2.2.6. Forwards, backwards, right, left - to be coordinated with the corresponding hand
signals;
2.2.7. Danger - for an emergency stop;
2.2.8. Accelerate - to speed up a movement for safety reasons.

ANNEX IX

REQUIREMENTS FOR HAND SAFETY SIGNALS

1. Features
1.1. Hand safety signals must be precise, simple, visible, easy to make and to understand, and
clearly distinct from other such signals.
1.2. Where both arms are used at the same time, they must be moved symmetrically and for
giving one sign only.
1.3. Assuming that the requirements specified in Points 1.1. and 1.2. of this Annex are meet,
the signals used may vary slightly or be more detailed than those set out in Point 3 of this
Annex, but should have the same meaning and be equally understandable.

2. Specific rules governing use
2.1. The person demonstrating the safety signs hereinafter referred to as the ‘signalman’, will
use arm/hand movements to give maneuvering instructions to the person receiving the
safety signs (hereinafter referred to as the 'operator').
2.2. The signalman must be able to monitor all maneuvers visually without being endangered
thereby.
2.3. The signalman’s duties must consist exclusively of directing maneuvers and ensuring the
safety of workers in the vicinity.
2.4. If the conditions described in Point 2.2 of this Annex are not fulfilled, one or more extra
signalmen should be deployed.
2.5. The operator must interrupt the ongoing man oeuvre in order to request new instructions
when he is unable to carry out the request.
2.6. Distinctive items:
2.6.1. The operator must be able to recognize the signalman without difficulty
2.6.2. The signalman is to wear one or more appropriate distinctive items, e.g. a jacket,
helmet, sleeves or armbands, or carry bats.
2.6.3. The distinctive items are to be brightly colored, preferably all of the same color
and for the exclusive use of recognizing a signalman.
3. Coded signals to be used:

